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STAINLESS STEEL 
CHANNEL NUTS WITH SPRING

Features:

•	 Manufactured	in	type	316	stainless	steel	to	meet	any	stringent	sanitary	condition	
•	 Polished	with	standard	“brite”	finish	to	increase	corrosion	resistance	and	aesthetic	appearance	
•	 No	package	qty.	required

Applications:

Designed	for	use	with	standard	1-5/8”	channels.

Industries Commonly Served:

•    Food	&	Beverage	Production
•  Marine	&	Coastal	Facilities
•  Chemical	Plants

•  Water	&	Wastewater	Treatment
•  Pharmaceuticals	&	Cosmetics
•  Refining	&	Extraction	Sites

•  Petrochemical
•  Pulp	&	Paper	Mills
•	 Along	with	other	corrosive	environments

S60000CN11												1/4”																				1.810”																		1/4””																1/4”	-	20																		0.08

S60000CN31													3/8”																				1.930”																	3/8”																	3/8”	-	16																		0.10

S60000CN41													1/2”																				1.940”																	1/2”																		1/2”	-	13																	0.12									

S60000CN51													5/8”																				1.950”																7/16”																	5/8”	-	11																	0.20									

S60000CN61													7/8”																				1.970”																	1/2”																		7/8”	-	9																				0.23												
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