
VELCRO® Brand Packs – Tapes & Coins

5JLD7 Sticky Back® Hook and Loop Tape 3/4" White
5JLD8 Sticky Back® Hook and Loop Tape 3/4" Black
5JLD9 Sticky Back® Hook and Loop Dots 3/4" Beige
5JLE0 VELCRO® Brand Industrial Strength 2" White
5JLE1 VELCRO® Brand Industrial Strength 2" Black

Long Lasting Nylon Hook & Loop Small Rolls of Tape or Peel-N-Stick Circles

Lineal Tapes – VELCRO® Brand Sticky-Back® Hook and Loop Fastener Roll comes in a handy dispenser box. The 
press-on fasteners work great on smooth surfaces such as painted wallboard, glass, metal, and most plastics. 
Temperature operating range -20°F to 140°F -15FT per box.
Width: 3/4”       Roll Length (Yds./MM.): 5/4572 Colors: Black or White

Peel-N-Stick Circles - Their round shape eliminates corners or edges from peeling. Aggressive Rubber Adhesive 
backed dots.  Temperature operating range -20°F to 140°F - 200 Circles per box.

Diameter: 3/4”       Roll Length (Yds./MM.): 5/4572 Colors: Beige Only

Industrial Strength - This closure system (hook and loop in one box) offers an aggressive adhesive excellent for indoor 
and outdoor use where extra holding power is needed. The adhesive is capable of sticking to most surfaces, including 
plastics. The molded hook and woven loop create a strong water resistant closure that will perform well in a broad 
temperature range of -20°F to 180°F . 50% stronger than conventional VELCRO® brand tape.

Width: 2”       Roll Length (Yds./MM.): 5/4572 Colors: Black or White 

VELCRO® Brand Packs Small Rolls Tapes & Coins

Hook & Loop Mated Cut Pieces
Made from genuine VELCRO® Brand Fasteners

Part Number Product Shape Width Length Color
5JLH2 Hook and Loop Mated Sets Square 1" 1" Black
5JLH3 Hook and Loop Mated Sets Square 1" 1" White
5JLH4 Hook and Loop Mated Sets Rectangular 1" 4" Black
5JLH5 Hook and Loop Mated Sets Rectangular 1" 4" White
5JLH6 Hook and Loop Mated Sets Square 2" 2" Black
5JLH7 Hook and Loop Mated Sets Square 2" 2" White

Long Lasting Nylon Hook and Loop Mated Sets

High Temperature Acrylic Adhesive.  A water-based acrylic pressure sensitive adhesive for high temperature 
performance and superior bond strength for uses in automotive, computer, medical and other markets. High strength, full 
bond in 24 hours.  Temperature operating range -20°F to 225°F . 

Sizes: 1” x 1” Quantities: 50 mated sets/Package Colors: Black & White
1” x 4”
2” x 2”

Hook & Loop Mated Cut Pieces - Various Sizes 
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