
DURA-INK® 15

Ideal for layout work and parts identification, the DURA-INK 15 permanent ink marker has a fine bullet tip for

precise marking. The wear-resistant, fast-drying ink and durable tip and barrel makes this marker ideal for

industrial environments.
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FEATURE & BENEFITS:

Industrial-strength ink is smear- and water-resistant for longer lasting marks

Extra-tough tip will not spread or mush

Durable plastic barrel reduces breakage on the jobsite or in-plant

Built-in clip-cap stores conveniently on back and prevents marker from rolling off work surfaces

For low corrosion (low chlorides/halogens) applications, see DURA-INK 15- Low Corrosion Color

Xylene-free ink eliminates health concerns

Mark Size: 1/16" (1.5mm)

INDUSTRY USES:

Metal fabrication

Construction

Automotive and other transportation

Shipping supply

Textile industry

Aviation and aerospace

SURFACE USES:

Metal

Cardboard

Pipes and tubes

Plastic

Glass

Lumber/timber

Cloth and fabric (textiles)

MARK SIZE:

1/16" (1.5 mm)

DETAILS:

96022      Red

http://www.markal.com/low-corrosion-markers/dura-inkandreg-15-low-corrosion-colors/
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96023      Black

96025      Blue

96026      Green

96027      Silver

DURA-INK® Permanent Marker Product Bulletin

 

DURA-INK® 15 MSDS North America

DURA-INK® 15 Silver MSDS North America

DURA-INK® 15 European International Articles Letter
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